


JOISTS 

12" 16" 24"
2x6 10'-4" 9'-5" 7'-10"
2X8 13'-8" 12'-5" 10'-2"
2x10 17'-5" 15'-5" 12'-7"
2x12 20'-0" 17'-10" 14'-7"

MAXIMUM JOIST SPANS
40 LB/SQ. FT. Design Load

JOIST SIZE
JOIST SPACING

(INCHES ON CENTER)

#2 Southern Pine

• Joists may cantilever over the beam as follows: 
  2x6’s – 1’-6” max.            2x8’s – 2’-0” max.  
  2x10’s – 2’-6” max.          2x12’s – 3’-0” max. 
 All cantilevered joist shall extend back a minimum of twice 
 the cantilevered distance. 
 
DECKING 
• When using different species of lumber or composite material, 
 follow the manufacturer’s recommendations.  
• To add strength to the deck structure, set decking at a 45 degree  
 angle across the joist. 
 
LEDGER 
• Ledger board size shall be equal to or greater than the joist size  

and properly secured to solid structural material of the house. 
 Nailing is not an acceptable method. See page 4 for examples. 
• House siding must be removed prior to the installation of the  
 ledger board. Flashing is required at any ledger board connection 
 to a wall of wood framed construction. Flashing shall be composed  
 of copper, stainless steel, UV resistant plastic or galvanized steel  
 coated. Aluminum flashing will prematurely corrode due to the 
 chemicals used in pressure treated lumber and shall not be used.   
• Attachments to brick veneers, house overhangs or bay windows  
 are prohibited. In such cases the deck shall be free standing or  
 shall be designed by a Maryland licensed professional engineer. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
STAIRS & GUARDRAILS 
• Minimum stair width is 3’-0”.  9” min. tread, 8 ¼” max. riser 
• Minimum ceiling height above the tread nosing is 6’-8”. 
• Guardrails are required on decks over 30” above ground level.  
 Minimum guardrail height is 36” above the decking. Railing  
 system shall be able to resist a concentrated load of 200 lbs. at  
 any point. 
• Guardrails on stairs must be 34” min. height above the tread  
 nosing. 
• Guard opening limitations between members is 4” except at  
 the triangular opening formed at stairs. A sphere 6” in diameter  

0 - 6'-0" 30" 16" 36"
6'-1" - 8'-0" 23" 12" 36"

8'-1" - 10'-0" 18" 10" 34"
10'-1" - 12'-0" 15" 8" 29"
12'-1" - 14'-0" 13" 7" 24"
14'-1" - 16'-0" 11" 6" 21"
16'-1" - 18'-0" 10" 5" 19"

JOIST SPAN

LEDGER BOARD FASTENER SPACING

1/2" Thru-bolts (washers 
both sides), Expansion 

Anchors, Epoxy Anchors

Lag Screws 
1/2" Dia. LedgerLok

FASTENER SPACING - ON CENTER

2x12 stringers on 
stairs are required to 

be 24” o.c. max. 

 cannot pass through this area. 
• Continuous graspable handrails on stairs shall be between 34”  
 and 38” above the tread nosing and are required on stairs   
 with 4 or more risers. Handrail ends shall be returned or  
 terminate in newel post or safety terminals.                                                                                                          Rev: 1/3/07    2 



 
                                                                                                                                                 BOTTOM OF POST  
 

1 1/4” min. dia. 
2 1/4” max. dia. 
 

 
 
 
 
 
 
 
 
 
  
            Note:  handrail ends shall be returned 
                        into post or guardrail system. 
                                                                                                 
 
 

blocking 
shall be 
provided at 
the mid span 
of the beam

BEAM TO SUPPORT POST 
CONNECTION DETAILS 

Note: beam splices shall be directly 
over the support post. 

4x4 min. 

18” long 
beam 
supports 
nailed or 
screwed 
to post 

galvanized beam 
to post connector 
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